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REFER TO HCC SPECIFICATIONS FOR EQUIPMENT

REQUIREMENTS AND RACK POPULATION.
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RACK ELEVATIONs - DATA ROOM 110

26

No Scale
/4" BACKBOX
/—(2) NSERTS
28 ROOM # - SC #
1) 4 PAR CAT6 SOLID TO TR. YELLOW JACKET
M E405 /|
RJ45 CATH JACK MODULES. WHITE INSERTS AR
-~ 1" CONDUIT TO ACCESSIBLE CEILING FOR VOICE, BLUE INSERTS FOR DATA. QTY
N AS SHOWN IN FLOOR PLANS
L 7| |5 PAR2 [~ PAIRTY PAIR4
4PR UTP CAT6 CABLES FROM TR,
~—SINGLE GANG BACKBOX FLLOW FOR VOILE BLUE FOR A A A
O (1) BLAN MODULE\ OATA. QTY AS SHOWN IN FLOOR PLAN
~ N T
' 2 3 4 5 6§ 7 B
SINGLE GANG FACEPLATE FRAME. WHITE W-G G W0 BLWBL O WBR BR
TYPICAL WALL OUTLET WITH RU45 /
‘;1""?";‘ CAT6 JACK. STAINLESS STEEL JACK POSITIONS
FACE PLATE, WHITE INSERT <
N\
O \OUTLEF DESIGNATOR SELF ADHESIVE LABELS
TR # : TR WHERE OUTLET IS CONNECTED TO
\ SC # : SEQUENCE NUMBER. FROM LEFT OF DOOR EIA T568B
CLOCKWISE BEINGS WITH 1
ROOM #: ROOM ID WHERE OUTLET IS LOCATED
<4 ¥V1 <

HILLSBOROUGH COMMUNITY COLLEGE

BRANDON CAMPUS
10414 E. COLUMBUS DR.
TAMPA, FLORIDA 33619

HILLSBOROUGH COMMUNITY COLLEGE

BRANDON CAMPUS RENOVATION / REMODEL

Project #: 0803-00

Distribution Date
Phase Il 100% CD's 11.10.08
Addendum No. 01 11.19.08

WALL PHONE OUTLET

No Scale

25

WALL MOUNTED OUTLET
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PRIMEX GPS RECEIVER OR

APPROVED EQUAL

S0-FT TRANSMITTER CABLE

EXISTING ELECTRICAL ROOM 206A

EXISTING
EQUIPMENT
RACK

<——DEMOLISH BSCI DATA SERVICE
ENTRANCE INTO 2ND FL

| 206A AND REINSTALL INTO

| NEW SERVICE ENTRANCE IN
DATA ROOM 110 —\
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(TYPICAL)

INFORMATI
(TYPICAL)

ON OUTLET

0
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PRIMEX MASTER TRANSMITTER / / :l BOND ALL RACEWAY WITH U
#14000 OR APPROVED EQUAL EXISTING BSCI SERVICE ENTRANCE FROM CAMPS MDF ( I — '5 #6 COPPER GROUND al I
\ (TYPICAL)
R
NEW DATA ROOM110
WALL MOUNTED ATOMIC CLOCK 17 CONDUIT NEW = #6 COPPER GROUND
/ PRIMEX #14155 OR APPROVED (TYPICAL) > EQUIPMENT CONDUCTOR
EQUAL RACK
INFORMATION OUTLET EXTEND #6 COPPER GROUND
(TYPICAL———— > S TO MAIN BUILDING GROUND
>
7
(
P FIRST FLOOR
GROUND BUS BAR
NOTE: NO MORE THAN 2-90 DEGREE RACEWAY BENDS WITHOUT ADDING A JUNCTION BOX.
No Scale No Scale 2
PLENUM RATED CABLE
(TYP. ALL DEVICES)
CIRE ALARM NOTES —H—h4 % TYPICAL NEW INITIATING DEVICES
. nY
ONDUIT WITH ) 5
1. ALL EQUIPMENT AND DEVICES SHALL BE U.L. LISTED FOR FIRE SERVICE. ALARM WIRNG ————b | 7 {F e \D ¢ TYPICAL NEW INDICATING DEVICES

FIRE ALARM ZONE SCHEDULE

AREA SERVED

ZONE NO. DEVICE DESCRIPTION

ALARM NOTIFICATION

FIRST FLOOR

MANUAL STATIONS

GENERAL ALARM

DETECTION DEVICES

GENERAL ALARM

SPRINKLER F/S

GENERAL ALARM

SPRINKLER T/S

SUPERVISORY

SECOND FLOOR

MANUAL STATIONS

GENERAL ALARM

DETECTION DEVICES

GENERAL ALARM

2 SPRINKLER F/S

GENERAL ALARM

SPRINKLER T/S

SUPERVISORY

SPARES

2. ALL WIRING TO CONFORM TO NFPA 72 AND NEC ARTICLE 760 USING FPLR COPPER CABLES IN
CONDUITS.

3. ALL FIRE STOP PENETRATIONS SHALL BE MADE WITH APPROVED (NEC) METALLIC CONDUIT AND SHALL
BE SEALED WITH A U.L. APPROVED FIRE STOP MATERIAL.

4. COLOR CODING AND PROPER LABELING SHALL APPLY TO ALL SYSTEMS WIRING. ROUTE FIRE ALARM
SYSTEM CONDUIT ACCORDING TO FIRE ALARM CONTRACTORS SHOP DRAWINGS, TO BE COORDINATED
WITH THE ELECTRICAL CONTRACTOR.

5. ALL FIRE ALARM SIGNAL STROBES SHALL ACTIVATE UPON INITIATION OF THE GENERAL ALARM -

MINIMUM 75cd RATING.

PROVIDE A SPEAKER/STROBE POWER SUPPLY (BPS), SPEAKER AMPLIFIER AT EACH FLOCR.

ALL FIRE ALARM VISUAL SIGNALS IN OPEN AREA SHALL HAVE A THREE PLUS TEMPORAL PATTERN.

ALL VISUAL SIGNALS IN SAME AREA SHALL BE SYNCHRONIZED. ALL FIRE ALARM AUDIBLE SIGNALS

SHALL HAVE A SOUND LEVEL AT LEAST 15 dB ABOVE THE AVERAGE AMBIENT OR 5 dB ABOVE THE

MAXIMUM SOUND LEVEL, WHICHEVER IS GREATER.

9. MANUAL STATIONS TO BE PROVIDED WITH VANDAL—PROOF SHIELD AND FRAME AND INSTALLED AT
48" INCHES AFF.

10.  MOUNT FIRE ALARM SYSTEM STROBES AND SPEAKER/STROBES AT 80" AFF OR 6" BELOW CEILING,
WHICH EVER IS LOWER. SMOKE DETECTOR INSTALLATIONS TO BE AS PER NFPA 72.

11. EMERGENCY EXITS SHALL UNLOCK UPON ACTIVATION OF FIRE ALARM.

12. REFER TO ADDRESSABLE FIRE ALARM SPECIFICATIONS FOR ADDITIONAL SPECIFICATION INFORMATION.

13. CONTRACTOR TO USE EXISTING GAMEWELL FCI ADDRESSABLE FIRE ALARM PANEL. PROVIDE ALL
REQUIRED SIGNAL EXPANDERS, AMPLIFIERS, AND PROGRAMMING FOR NEW DEVICES INDICATED ON
DRAWINGS.

o0 N o

SECOND FLOOR

/N

q

p
S \
3" CONDUIT WITH

FIRE ALARM WIRING

TYPICAL EXISTING INITIATING DEVICES

PLENUM RATED CABLE
(TYP. ALL DEVICES)

DNDUIT WITH
ALARM WIRING

TYPICAL EXISTING NDICATING DEVICES

TYPICAL EXISTING CONTROL RELAYS

GROUND FLOOR

RECONNECT FACP TO NEW SECURITY
PANEL (NEW DATA ROOM) FOR DIAL UP

(1) 7]
—H—P4 % #—{F——=2 TYPICAL NEW INTATING DEVICES /i
®

TYPICAL NEW INDICATING DEVICES

EXISTING
FACP-BSCI 4

PROVIDE BATTERY BACKUP \
AS REQUIRED PROVIDE PERMANENT FIRE

/ ALARM ZONE LEGEND

—/

] El=

EXISTING FIRE ALARM

ANNUNCIATOR PANEL

EXISTING ADDRESSABLE

FIRE ALARM SYSTEM W/
BATTERY BACKUP

HILLSBOROUGH COMMUNITY COLLEGE

BRANDON CAMPUS
10414 E. COLUMBUS DR.
TAMPA, FLORIDA 33619

HILLSBOROUGH COMMUNITY COLLEGE

BRANDON CAMPUS RENOVATION / REMODEL

Project #: 0803-00

Distribution Date
Phase Il 100% CD's 11.10.08
Addendum No. 01 11.19.08

BSCI EXISTING FIRE ALARM RISER DIAGRAM
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